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A Galvanically Isolated Video Channel    incor-
porating BNC Sockets transmitting Composite 

Video Signals. 

M A S  Medical Ltd is a UK Partner with Baaske 
Medical GmbH & Co KG 

Baaske Medical care about Electrical Safety in 
the Patient Environment. 

Standard computers and displays may not fulfil 
the Electrical Requirement for   Medical Use. 

Baaske Medical designs and 
manufactures computers, displays and other 

electrical equipment, meeting the requirements 
of 

Medical Standards including 
IEC 60601-1 and IEC 60601-1-2, 

protecting the Patient and Operator (MOPP/
MOOP). 

Please find a brochure of products 
on our website 

www.mas-medical.co.uk 

MED Video Isolator 
1 Channel BNC 
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Power Supply Unit 

Supply Voltage 230V AC  ± 10% 

50/60 Hz 

Power Consumption 10 VA 

Video Input Channels 

Input Impedance 75 Ω 

Input Voltage 1.0 Vpp 

Coupling AC 

Video Output Channels 

Output Impedance 75 Ω 

Amplification 1 at 75 Ω 

Coupling AC 

Frequency Response 20 Hz to 9 MHz (-3dB) 

Isolation 

Creepage Distance 8 mm 

Dielectric Strength 4000 Veff AC 

General Information 

Weight 1.45 kg 

Size 240 x 157 x 48 mm 

Protection Class 1 

Degree of Protection  IP 30 

SPECIFICATION 


