STEP 1: UNROLL WRAPS (ITEM A)
SHOWN IN FIG. 1-1, LAYING STRAP
OUT AS IN FIG. 1-2 WITH SOFT LOOP
SIDE DOWN.

FIG. 1-1

STEP 2: TAKE WRAPS (ITEM "A") THAT
WERE JUST UNROLLED (WHILE
CONTINUING TO HOLD THE STRAP TO
THE TABLE) AND PUSH TOGETHER
THE HOOK AND LOOP OF ITEM "A" AS
SHOWN IN FIG.'S 2-1 AND 2-2.

STEP 3: SEPARATE THE REMAINING r LOOPS "
HOOKS AND LOOPS APART MAKING 2

HEAVY STRAPS (ITEM B IN FIG. 3-1)

AND 2 LONGER MORE FLEXIBLE

STRAPS (ITEM C IN FIG. 3-1). WITH THE

FLEXIBLE STRAPS TO THE SIDE, TAKE i{%’ g }erigbﬁgm IS FORMED
ITEM'S B AND PUSH TOGETHER THE THE UNIT, MAKE ANY
HOOK AND LOOP (AS IN MOTIONS OF NECESSARY ADJUSTMENTS NEEDED FOR
STEP 2). u . PROPER FITMENT. CALL-OUTS #2 AND #3
FIG. 3-2 ARE ADJUSTABLE FOR INDIVIDUAL
PATIENTS
STEP 4: TAKE THE FLEXIBLE STRAPS HEAD SIZES.

AND MAKE THE LOOPS AS SHOWN IN
FIG. 3-2. THE STRAP CAN THEN BE
ATTACHED TO THE UNIT BY SECURING
THE HOOKS AND LOOPS TO (ITEM "C")
AT THE RESTRAINT STRAP RODS (FIG.
4-1 CALL-OUT #1).

_ | ITEM [ PART NO. | DESCRIPTION L ary.
I“-m »
URNISHED BAND TOLERANCES S ey | ORI Hau sted 2511 MOPARK RD.
DA jTOL | DR | TOL ] gy | G po-aue o) SOALE: REFERENCE NC: B WWW.HAUSTED.COM
+903 o0 5 - ey AR :
e Ery e £ Bl IR oo TOUTE " CCESSORY HEAD STRAP
———— e T T oo O L SrecThTns | FiNisH sPEC: DG | 03/08/13 |(SAO71700) INSTALLATION INSTUCTION
0947185 | £10/.844 | T 0=+ 0050 BREAK EDGES AND DEBURR

A-RELEASED TO PRODUCTION -03/12/13-D6/CW i —063 CENTERUME TOLERARCE .005 CHECKED BY: | DATE: PART NO: REV:
e e oo | 1358 v 7| BB | et v i s ovH | 03/12/13 WI0003 )




