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WARNING - COPYING PROHIBITED
this manual is protected by Federal Copyright law, which 
provides for damages of up to uSD $20000, as well as 
criminal fines and imprisonment, for unauthorized copying.
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this manual contains important information on  
proper use and maintenance of the Hausted® Video  
imaging Chair (ViC). all personnel involved in the  
use and maintenance of this equipment must carefully 
review and comply with the warnings, cautions  
and instructions contained in this manual. these 
instructions are important to protect the health and 
safety of personnel operating a Video imaging Chair 
and should be retained in a conveniently accessible 
area for quick reference.

Complete instructions for uncrating and connecting 
utilities, as well as equipment drawings, have been 
furnished. if missing, contact GF Health Products, Inc. 
for replacement copies, giving the serial number and  
model number of the unit. We carry a complete line of  
accessories for use with this chair. a GF representative  
will gladly review these with you. 

indications for use

the Hausted® electric powered Chairs are intended for 
use in patient treatment, transport or recovery. 

Service information

a thorough preventive maintenance program is essential 
to safe and proper unit operation. this manual contains 
maintenance schedules and procedures which should be 
followed for satisfactory equipment performance.

We encourag you to contact GF Health Products, Inc.  
with any maintenance concerns. 
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advisory

a listing of the safety precautions to be observed  
when operating and servicing this equipment can be 
found in Section 1 of this manual. Do not operate or 
service the equipment until you have become familiar 
with this information.

any alteration of this equipment not authorized by  
GF Health Products, Inc., which could affect its 
operation, will void the warranty, could violate
national, state, and local regulations, and could 
jeopardize your insurance coverage.

a wOrD FrOM GF HEALTH PRODUCTS, INC.   
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Manufactured by: 
GF Health Products, Inc. 
336 Trowbridge Drive 
Fond du Lac, WI 54937

678.291.3207 Main
770.368.2386 Fax

www.Hausted.com

 

Class 1 equipment
type B equipment 
equipment not suitable for use  
in the presence of a flammable  
anesthetic mixture with air or  
oxygen or nitrous oxide. 
ipX4 (Splash-proof equipment) 
not suitable for continuous operation (Duty 
Cycle: 10% six minutes in one hour)

the base language of this document is  
engliSH. any translations must be made 

from the base language document.

l
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liSting OF warningS anD CautiOnS 1

the following is a listing of the safety precautions 
which must be observed when operating and servic-
ing this equipment. warningS indicate the potential 
for danger to personnel, and CautiOnS indicate the 
potential for damage to equipment. these precautions 
are repeated (in whole or in part), where applicable, 
throughout the manual. 

warning – laCeratiOn HaZarD: 

l  when cutting bands always use a tool specifi-
cally designed for that purpose. this will help 
to avoid personal injuries frequently incurred 
when bands are cut and tension released. 

warningS – perSOnal inJury  
HaZarD (See SeCtiOn 3):

l  the ViC chair has a warning label on the back 
of the back section stating: Maximum patient 
weight 147 kilograms (325 lbs.).

l  the ViC chair is not intended to replace a 
stretcher or a gurney.

l  the ViC chair has warning labels on both the 
head and foot end stating: Do not sit on end – 
as tipping may occur.

l  the ViC chair has a warning label on the foot 
rest stating: Do not stand on foot rest.

l  when not in use, do not leave the ViC chair in a 
recline position.

l  when patient is seated in the chair, the side 
rails should be up and the patient should be 
secured with restraint straps.

l  patient entry, egress and transfer from the ViC 
chair should always be from the center side rail 
location with the side rail in the down position 
and brakes locked.

l  at no time should the patient be permitted 
to enter or exit from the ends of the ViC chair 
when in partial or total recline position.

l  the patient should be placed in a fully upright 
position with chair in low height when  
transporting patient. the patient should  
never be transported when the ViC is in a  
reclined position.

l  the brakes should always be applied when 
patient is not being transported.

l  the ViC chair has a warning label on the top of 
the base cover that states: when chair is in the 
non-transport mode: patient must remain fully 
upright; patient must never be reclined; patient 
must never be left unattended.
  

WARNING – NOTICE FOR 
CALIFORNIA CUSTOMERS-

California Proposition 65 Warning: This
 product contains a chemical known to the 

State of California to cause cancer and 
reproductive or developmental harm.  
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unCrating inStruCtiOnS 2

l iMpOrtant - repOrt any 
SHipping DaMage iMMeDiately:
inform shipper of any damages - leave carton 
intact. leave the equipment in the receiving 
area until inspection is complete.

l  CautiOn - pOSSiBle eQuipMent 
DaMage:
 this crate contains fragile expensive medical 
equipment. uncrate and handle carefully.  

  if after uncrating the equipment you find any 
damage (no matter how slight), show it to  
your supervisor.

l  warning - perSOnal 
inJury HaZarD:
when cutting bands, always use tool specifically 
designed for that purpose. this will help avoid 
personal injuries frequently incurred when 
bands are cut and tension is released. 

iMpOrtant: Follow each step in the order shown 
in these instructions.

unpaCKing inStruCtiOnS:

your Hausted equipment has been carefully packed 
at our manufacturing plant to ensure safe shipment 
to your medical facility. there are several procedures 
you must follow to put your new equipment in service. 
these procedures only take a few minutes to complete 
and are required to ensure proper operation of the 
equipment.

1. Cut the two bands around the shipping carton.

2.  remove the top half of the carton and cut one side  
of the bottom half.

3. remove the equipment from the carton.

4.  Check to see if all features of the equipment work properly.
if all the features work, advance to step 5.  if any of the 
features of the equipment do not work properly, call
GF Health Products, Inc. for service at: 678.291.3165.

5.  Clean the equipment using mild detergent to remove 
any dirt accumulated during shipment, and place the 
equipment into service.
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Operating inStruCtiOnS 3

l  warningS–perSOnal 
inJury HaZarD: 
a.  the ViC chair has a warning label on the back 

of the back section stating: Maximum patient 
weight 147 kilograms (325 lbs.).

 B.  the ViC chair is not intended to replace a 
stretcher or a gurney.

 C.  the ViC chair has  a warning label on  
both the head and foot end stating:  
Do not sit on end – as tipping may 
occur.

 D.  the ViC chair has a warning label on the foot 
rest stating: Do not stand on foot rest.

 e.  when not in use, do not leave the ViC chair in 
a recline position.

 F.  when patient is seated in the chair, the side  
rails should be up and the patient should be  
secured with restraint straps.

 g.  patient entry, egress and transfer from the 
ViC chair should always be from the center 
side rail location with the side rail in the 
down position and brakes locked.

 H.  at no time should the patient be permitted 
to enter or exit from the ends of the ViC chair 
when in partial or total recline position.

 i.  the patient should be placed in a fully  
upright position with chair in low height  
when transporting patient. the patient  
should never be transported when the ViC  
is in a recline position.

 

 
J.  the brakes should always be applied when patient is 

not being transported.

K.  the ViC chair has a warning label on the top  
of the base cover that states: when chair is in  
the non-transport mode: patient must remain  
fully upright; patient must never be reclined;  
patient must never be left unattended.
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Operating inStruCtiOnS 3

See warning – a

See warning – i

See warning – B, F, H & i  
See Section 3.2.3

See warning – g & H 
See section 3.7

See warning – K  
See Section 3.6

See warning – g through J  
See Section 3.1

See Section 3.2

See Section 3.3

See warning – g through J  
See Section 3.1

See warning – C & H

See warning – D 
See Section 3.4

See warning – F 
See Section 3.5

See warning – F

See warning – C & H

22"
50"

22"
70.5"

58.5" 24"
31.5"66.5"



3-3 

Operating inStruCtiOnS 3
3.1 BraKing anD Steering OperatiOn

l warning - perSOnal 
inJury HaZarD: 
patient entry, egress and transfer from the ViC 
chair should always be from the center side rail 
location with the side rail in the down position 
and brakes locked.

l  the brakes should always be applied when 
patient is not being transported.

3.1.1   applying the Brakes 
the four wheel central braking system is  
activated by depressing the red pedal at the 
foot end of the unit on the patients left side 
(Figure 3-1). to fully engage the brakes, the 
pedal should be pressed to approximately 45°. 
all four caster should be locked from swiveling 
and rotating. 

3.1.2    releasing the Brakes 
Depress the green pedal at the head end of  
the unit on the patients left, until the pedal is 
in a horizontal position (Figure 3-2). all four 
wheels should rotate and swivel freely. 

3.1.3   applying the Steering lock 
From the head end of the ViC chair, depress  
the green pedal downward into locked  
position (Figure 3-3). push the ViC chair  
forward one caster at the foot end will lock  
into a non-swivel mode. this allows straight 
steering by the attendant, when pushing  
from the head end.

 
3.1.4    releasing the Steering lock

Depress the red pedal at either of the right 
side corners of the unit, until the pedal is in a 
horizontal position (Figure 3-2). all four wheels 
should rotate and swivel freely.

Figure 3-1

Figure 3-2

Figure 3-3
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Operating inStruCtiOnS 3
3.2 tOp aDJuStMent

l warning - perSOnal 
inJury HaZarD: 
when not in use, do not leave the ViC chair in a 
recline position.

  at no time should the patient be permitted 
to enter or exit from the ends of the ViC chair 
when in partial or total recline position.

  the patient should be placed in a fully upright 
position with chair in low height when trans-
porting patient.

  the patient should never be transported when 
the ViC is in a recline position.

  the ViC chair has a warning label on the top of 
the base cover that states: when chair is in the 
non-transport mode: patient must remain fully 
upright; patient must never be reclined; patient 
must never be left unattended.

3.2.1   raising the top
press the pump pedal (pedal nearest the head 
end) to the floor (Figure 3-4), then release the 
pressure on the pedal. repeat this process until 
desired height is obtained. use smooth strokes 
on pump pedal to ensure patient comfort. 

3.2.2    lowering the top 
press down on the release pedal (pedal  
nearest the foot end) (Figure 3-5) until desired 
height is obtained. 

3.2.3   reclining the Chair Back 
Squeeze the green recline lever on the right 
side of the back section (Figure 3-6). push back 
on the back section until it is at desired posi-
tion, (Figure 3-7) position can vary from upright 
to 10° trendelendurg positions. note that chair 
has a degree indicator located on the lower 
back section on the right side of the chair. to 
place back into upright position, squeeze the 
recline handle and lift up on the back section.

Figure 3-4

Figure 3-5

Figure 3-6

Figure 3-7
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Operating inStruCtiOnS 3
3.3 inDepenDent leg SeCtiOn

l warning - perSOnal 
inJury HaZarD: 
the ViC chair has a warning label on the top of 
the base cover that states: when chair is in the 
non-transport mode: patient must remain fully 
upright; patient must never be reclined; patient 
must never be left unattended.

3.3.1   independent Operation 
Hold and support leg section by the bottom of 
the frame tube (Figure 3-8). pull out on the end 
of the red lever (Figure 3-8). rotate the lever 
clockwise while positioning the leg section 
(Figure 3-9). Once desired position of the leg 
section is reached, release the lever and the  
leg section will be ridged (Figure 3-10).  
when the leg section is independent, it can  
be repositioned at any time by turning the  
lever clockwise (Figure 3-9).

nOte: always support the leg section when turning the red lever.

3.3.2    returning to Chair Mode 
Support the leg section, turn the lever counter-
clockwise while pushing in on the lever  
(Figure 3-11). the lever will slide inward to  
an inactive position. Once the lever is inactive, 
adjust the leg section until it is in line with  
the back section (Figure 3-12). it will click as  
it reengages with the back section.

Figure 3-8

Figure 3-9

Figure 3-10

Figure 3-11

Figure 3-12
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Operating inStruCtiOnS 3
3.4 aDJuStaBle FOOtreSt

l warning - perSOnal 
inJury HaZarD: 
the ViC chair has a warning label on the top of 
the base cover that states: when chair is in the 
non-transport mode: patient must remain fully 
upright; patient must never be reclined; patient 
must never be left unattended.

3.4.1   repositioning the Footrest
the footrest has three positions; retracted, 
lower and the upper positions. with the pan in 
the retracted position pull out, on the handles 
on either side of pan (Figure 3-13). the footrest 
will drop into the lower position (Figure 3-14). 
to place the footrest into the upper position, 
grasp the handles on both sides of the pan. tilt 
the pan up while lifting (Figure 3-15). Once the 
pan is up all the way, tilt the pan out until it 
locks into position (Figure 3-16). to return the 
footrest into the retracted position, tilt the  
pan up while letting it slide down, if needed, 
(Figure 3-15), into the lower position (Figure 
3-13), continue tilting the footrest until it is in 
the retracted position.

Figure 3-13

Figure 3-14

Figure 3-15

Figure 3-16
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Operating inStruCtiOnS 3
3.5 Hinging railS

l warning - perSOnal 
inJury HaZarD: 
patient entry, egress and transfer from the ViC 
chair should always be from the center side rail 
location with the side rail in the down position 
and brakes locked.

3.5.1  repositioning the rail
the ViC rail has two positions, up and down, 
both positions lock the rail into place. to put 
the rail down, while supporting the rail (Figure 
3-17), squeeze the two red tabs under the seat 
(Figure 3-18). allow the rail to hinge all the way 
down until it locks into place (Figure 3-19). to 
raise the rail, squeeze the two red tabs under 
the seat (Figure 3-18). lift the rail all the way 
up until it locks into place.

Figure 3-17

Figure 3-18

Figure 3-19
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Operating inStruCtiOnS 3
3.6 ViC CHair rOtating inStruCtiOnS

l warning - perSOnal 
inJury HaZarD: 
when not in use, do not leave the ViC chair  
in a recline position.

l the patient should be placed in a fully 
upright position with chair in low height  
when transporting patient. the patient should 
never be transported when the ViC is in a  
recline position.

3.6.1   Mode Definitions
See Figure 3-20. transport mode is when  
green arrow by the seat lock knob is aligned 
with green arrow on the base and seat is locked. 
non-transport mode is when chair seat has 
been locked 90° counterclockwise from  
transport mode. non-transport mode is to be 
used only for performing clinical procedures.

Figure 3-20

rear View

transport Mode  
(lateral position)

Side View

the transport mode is when 
the green arrows on the seat 
and back section are aligned, 
the back section is in the full 
upright position and the chair 
is in low height.

non-transport Mode

anterior/posterior position

non-transport Mode

neVer recline  
Back Section when in the 
non-transort Mode
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Operating inStruCtiOnS 3
3.6 ViC CHair rOtating inStruCtiOnS

l warning - perSOnal 
inJury HaZarD: 
when chair is in the nontransport mode:  
patient must remain fully upright; patient  
must never be reclined; patient must never  
be left unattended.

  the brakes should always be applied when 
patient is not being transported.

  the patient should be placed in a fully  
upright position with chair in low height  
when transporting patient. the patient  
should never be transported when the ViC  
is in a reclined position.

3.6.2  non-transport  
(anterior/posterior position)
lock the caster brakes (Figure 3-1). Secure  
patient in sitting position with restraints.  
elevate chair to maximum height (Figure  
3-4). pull out on the seat lock knob  
(Figure 3-21) to release lock. rotate chair  
counterclockwise (Figure 3-22), until it locks 
into the non-transport mode (see Figure 3-20).

Figure 3-21

Figure 3-22
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Operating inStruCtiOnS 3
3.6 ViC CHair rOtating inStruCtiOnS

l warning - perSOnal 
inJury HaZarD: 
the ViC chair is not intended to replace a 
stretcher or a gurney.

  the patient should be placed in a fully  
upright position with chair in low height  
when transporting patient. the patient should 
never be transported when the ViC is in a  
recline position.

  when patient is seated in the chair, the side 
rails should be up and the patient should  
be secured with restraint straps.

3.6.3  transport Mode (lateral position)
pull out on the seat lock knob (Figure 3-21).  
rotate the chair clockwise 90° (Figure 3-23), 
until it locks into the transport mode  
(see Figure 3-20). insure the chair is locked in 
the transport mode (see Figure 3-20) before 
transporting or reclining the patient. the green 
arrow label on the seat will be in line with the 
green arrow label on the base (Figure 3-24).

Figure 3-23

Figure 3-24
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Operating inStruCtiOnS 3
3.7 patient tranSFer inStruCtiOnS

Definition of terms used in instructions 
Below (See Figure 3-25)

transfer side
Secondary Patient Device the transfer side will 
always be located on the attendants right hand side,  
when standing at the patient’s foot end of the device,  
facing the patient. )

VIC Chair the transfer side will always be located on the 
patents right hand side.

transfer of patient from ViC Chair to a 
Secondary Device
Patient Preparation
1. leave patient secured with restraint straps until actual 
patient transfer is to begin

Secondary Device Preparation
1. lock the caster brakes on secondary device. 
2. place device into lowest vertical position. 
3. level patient surface to a horizontal plane. 
4. lower patient rail on transfer side of device.

VIC Chair Preparation
1. ensure chair is in the transport mode (see Section 3-6). 
2.  adjust chair height so the seat section is level with pa-

tient surface of secondary device.
3.  lower the patient side rail on the transfer side of  

the ViC chair.
4.  Move the ViC chair so that both devices are facing one 

another on the specified transfer sides.
5. recline the ViC chair into horizontal plane.
6.  Maneuver chair so the transfer sides of the two devices are 

making contact (limit transfer gap as much as possible).
7. lock the ViC chair caster brakes.

l  warningS–perSOnal 
inJury HaZarD: 
•  Maximum patient weight 147 kilograms  

(325 lbs.).

 •  the ViC chair is not intended to replace a 
stretcher or a gurney.

 •  Do not sit on end – as tipping may occur.

 • Do not stand on foot rest.

 •  when not in use, do not leave the ViC chair  
in a recline position.

 •  when patient is seated in the chair, the side 
rails should be up and the patient should be 
secured with restraint straps.

 •  patient entry, egress and transfer from the ViC 
chair should always be from the center side 
rail location with the side rail in the down 
position and brakes locked.

 •  at no time should the patient be permitted 
to enter or exit from the ends of the ViC chair 
when in partial or total recline position.

 •  the patient should be placed in a fully  
upright position with chair in low height  
when transporting patient. the patient should 
never be transported when the ViC is in a 
recline position.

 •  the brakes should always be applied when 
patient is not being transported.

 •  when chair is in the nontransport mode:  
patient must remain fully upright; patient 
must never be reclined; patient must never  
be left unattended.
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Operating inStruCtiOnS 3
3.7 patient tranSFer inStruCtiOnS

Figure 3-25

Patient Transfer
1. release patient restraint straps
2. transfer patient.

transfer of patient from a Secondary 
Device to ViC Chair 
Follow same procedure as in “transferring from ViC chair 
to a secondary device” above except: you must verify that 
the ViC chair is positioned so that the patients abdomen is 
in line with the chair seat before attempting to transfer a 
patient to the ViC chair, otherwise tipping may occur. 



PREVENTIVE MAINTENANCE FOR THE USER 4
Component Cleaning Procedure Schedule Cleaning Agent * Special Notes
Pads/Mattresses Wipe with damp cloth to 

remove any foreign material
After each 
use

Routine hospital grade 
disinfectants, soap and 
water

Use only medium 
strength cleaners
Do not steam clean or 
pressure wash

Chair Wipe with damp cloth to 
remove any foreign material

After each 
use

Routine hospital grade 
disenfectants, soap and 
water

Lubricate pivot points 
after cleaning

Electrical 
components

Wipe external surfaces ONLY 
with damp cloth to remove 
any foreign material

After each 
use

Routine hospital grade 
disinfectants, soap and 
water

Use only medium 
strength cleaners

Mechanical 
chair 
components

Wipe with damp cloth to 
remove any foreign material

After each 
use

Routine hospital grade 
disinfectants, soap and 
water

Lubricate pivot points 
after cleaning

Mechanical 
accessories

Wipe with damp cloth to 
remove any foreign material

After each 
use

Routine hospital grade 
disinfectants, soap and 
water

Lubricate pivot points 
after cleaning

Procedure Schedule Material
Lubricate all moving and sliding parts and hinge 
points

Every 3 
months

Lubricating oil, light-duty grease, wax stick 
lubricant or Never-Seez lubricant

 NEVER LUBRICATE GAS SPRING, MOTOR OR MECH-LOCK SHAFTS 
Inspect all fasteners to ensure proper fit, 
position and tightness (including nuts, bolts, 
etc.)

Every 3 
months

Proper size wrench and screwdriver

Inspect all surfaces and remove any sharp 
or burred areas; apply touch-up paint where 
required

Every 3 
months

Metal file, proper color paint (specify color when 
ordering)

* Disinfectants, vinyl products: Phenolic disinfectants are the best choice for vinyl products; properly diluted 
quaternaries are also acceptable. Quaternary/Isopropyl disinfectants are not recommended for vinyl.
Disinfectants, urethane products: Quaternary disinfectants are recommended for urethane products. Quaternary/
Isopropyl disinfectants are recommended for urethane. Phenolics should be avoided on urethane. 
Disinfectants, all products: All fabrics may be cleaned with a 1:10 dilution of household bleaches containing 
5.25% sodium hypochlorite as recommended by the Centers for Disease Control in Atlanta, Georgia. There is no 
harmful effect on the fabric. Disinfectants applied at full concentration or in highly concentrated solutions will 
decrease the useful life of fabric. Iodophor type disinfectants used on fabrics may result in staining.
Soils or Stains: Use neutral soap suds and lukewarm water. Do not use harsh cleansers, solvents or detergents.
Hard-To -Clean Spots: Use standard household/vinyl cleansers and a soft bristle brush on troublesome spots or 
stains. Pre-soak heavy, dried-on soil.
Laundering Vinyl-laminated or Rubber-coated fabric is not recommended. Laundering may substantially 
decrease the useful life of the fabric.
Laundering Polyurethane-coated fabric: Machine wash with detergent up to 120°F. Some surface wrinkling may 
occur; this wrinkling has no adverse effect on the fabric properties. Hang or tumble dry thoroughly at 140° F 
before storage.

 CAUTION - POSSIBLE EQUIPMENT DAMAGE HAZARD: Steam cleaning and
     pressure washing of chair is not recommended and can void warranty.
NOTE: For more detailed information, please contact GF Health Products, Inc. at 678.291.3165.
NOTE: In addition to the User Preventive Maintenance, a more detailed Preventive Maintenance Program is also 
required to keep the equipment in good working order. This Preventive Maintenance Program is found on our 
website, at www.Hausted.com.
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number Description
Sa0636-00 pediatric positioner (36"x7")

Sa0637-00 pediatric positioner (48" x 10")

Sa0638-00 pediatric positioner (60" x 13")

Sa0658 Foam wedge, patient positioning

Sa0671-00 Dorsocervical pillow, Foam

Sa0716-00 X-wide restraint Straps with Velcro

Sa0717-00 universal Head restraint

Sa0721 pushbar (removable, Stainless Steel - Comes Standard)

Sa4001-00 ViC Back extension assembly ViC429 Only (mfg after 4/98)

Sa0725-00 universal Head restraint with Dorsocervical

000018-00 telescoping i.V. rod, 27" to 50", 2-Section with Holder (stainless)

apC012-00 restraint Straps with Velcro, Comes Standard with 2 Straps

apC020-00 patient tray

apC14D-00 Oxygen tank Holder

065990-00 arm Board with pad (for sitting)

Sa4002 ViC Back extension Field upgrade ViC429 Only (mfg after 4/98)

l  it is recommended that only accessories approved by GF Health Products, Inc. be used with this device. 

  to order accessories, or for more detailed information on accessories, please contact 
GF Health Products, Inc. at 678.291.3207.
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Figure 6-1. ViC BaSe aSSeMBly
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Figure 6-1. ViC BaSe aSSeMBly

item no. part no.

S 
V 
C Description units per assembly

066905 ViC Base assembly X

1 066898 aSSeMBly, Base Frame  ViC

2 p61117 * aSSeMBly, Outside Column

3 031334 SCrew, Hex Head Cap, 5/16-18 x 2" long 4

4 031076 waSHer, 1/4 Sae Flat 22

5 031057 nut, lock 5/16-18 6

6 031058 nut, Free thread Hex, 5/16-18 2

7 076531 CaSter, Brake 3

8 076530 CaSter, Steer 1

9 062659 plate, Caster Bolt lock 4

10 062685 SCrew, Hex Head Cap, M8 x 10" 8

11 062666 Cap, caster stem 4

12 066900 aSSeMBly, end Cover 2

13 062688 BOlt, eye 2

14 062684 linK, Cam, Short 2

15 066837 linK, Connecting 1

16 060018 pin, link 2

17 031466 pin, Cotter, 3/32 x 1/2" long 2

18 066826 peDal, Brake, Foot 1

19 062683 Cap, Starlock 4

20 031101 SCrew, Set, 1/4-20 x 1/2" long 2

21 011422 COllar, Crank Shaft worm 3

22 066902 rOD, Hex Brake, long 2

23 068046 peDal, pump, left 1

24 068045 peDal, pump, right 1

25 062128 SCrew, Button Head Socket, 1/4-20 x 1-1/4" long 4

26 031055 nut, lock, 1/4-20 4

27 061164 paD, pump pedal 4

28 061228 laBel, pump pedal, right 1

29 061229 laBel, pump pedal, left 1

30 061261 BellOwS, apC 1

31 066844 BraCKet, Bellows 2

32 000849 tie, Cable 2

33 075856 laBel, ViC Chair 2

34 075843 laBel, Hausted product 2

35 066817 COVer, Center Base 1

36 061287 angle, Bellows Mounting 2

37 061167 VelCrO, Hook 4" 2

38 061166 VelCrO, pile 5” 2

39 065129 Clip, Bellows 4
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Figure 6-1. ViC BaSe aSSeMBly

item no. part no.

S 
V 
C Description units per assembly

40 000794 riVet, .188 X .250 pop 14

41 031416 SCrew, #10 X 1/2 type a Self tapping 4

42 066848 aSSeMBly, Seat pivot 1

43 066850 plate, nylatron guide 1

44 066846 aSSeMBly, Base pivot 1

45 066851 BuSHing, pivot 1

46 031100 waSHer, nylon, 5/16 2

47 061122 MeDiJaCK 1

48 p61121 * Hanger, Hydraulic Jack Support 2

49 066178 SuppOrt, Short glide 4

50 061116 SCrew, Column glide 4

51 p 150830 573 SCrew, 1/4-20 nylon tip 8

52 068199 SCrew, Column glide, w/O point 4

53 066867 aSSeMBly, inside Column 1

54 066869 laBel, Operation 1

55 066868 laBel, Seat lock 1

56 031080 waSHer, Flat, 5/16" 8

57 069192 HeaD, Steer pedal 1

58 055119 waSHer, nylon, 1/2" 5

59 031080 waSHer, Shim, 5/16" 2

60 031156 grOMMet, rubber 2

61 066544 Cap, Steer pedal, green 1

62 066543 Cap, Brake pedal, red 1

63 031074 waSHer, Flat, 3/16" 2

64 069459 riVet, pop, 3/16" (large Head) 2

nOte: the “p” prefix on the part numbers marked with an “*”, designate part numbers for the powder coated units. For chrome/stainless units the “p”  

prefix should be replaced with “0” prefix.
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Figure 6-2. Seat aSSeMBly

item no. part no.

S 
V 
C Description units per assembly

1 066864 aSSeMBly, Seat Section 1

2 031010 SCrew , Hex Head Cap, 5/16-18 x 3/4" long 2

3 066865 aSSeMBly, Seat plunger 1

4 031057 nut, lock, 5/16-18 4

5 066852 BlOCK, pivot Support 1

6 066854 plate, glide Support 1

7 066853 plate, pivot Support 1

8 031076 waSHer, Flat, uSS, 1/4" 6

9 055224 SCrew, Hex Head Cap, 5/16-18 x 1-3/4" long 2

10 066908 laBel, arrow, ViC 1

11 031364 waSHer, Flat, Sae, 1/4" 4

12 035115 waSHer, nylon, 3/4 OD x .395 iD 6

13 061092 rOD, rail pivot 2

14 061125 waSHer, removable retaining 4

15 069193 rail, Side, ViC, left 1

16 069194 rail, Side, ViC, right 1

17 061067 aSSeMBly, rail trigger plate 2

18 052763 Spring, rail plunger 2

19 061101 plunger 2

20 061091 taB, Vinyl, red 4

21 061174 plate, Stationery trigger, right 1

22 061172 plate, Stationery trigger, left 1

23 031500 SCrew, truss Head Machine, #10-24 x 1.0" long 4

24 052275 SpaCer, Seat pan 4

25 12966C CuSHiOn,  Seat, (Mauve) 1

26 061148 plate, Seat Cushion Support 1

27 066855 aSSeMBly, plunger guide 1

28 066859 plunger, Square 1

29 066860 Spring, plunger 1

30 052764 KnOB, Black pull 1

31 066858 rOD, plunger 1

32 066868 laBel, Seat lock 1

33 066955 pOinter, Degree 1

34 031184 riVet, pop, 3/16 x .25" long 2

35 068059 SCrew, phillips Head, #10-32 x 1-1/4" long 4

36 068058 paD. arm rest 2

37 p 150830 544 Cap, Chrome Hole 2
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Figure 6-3. FOOt SeCtiOn
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Figure 6-3. FOOt SeCtiOn

item no. part no.

S 
V 
C Description units per assembly

1 068035 aSSeMBly, Foot Section 1

2 031036 SCrew, phillips Oval Head, 5/16-24 x 15/16 long 2

3 061358 laBel, Operating 1

4 011318 pin, Clevis, 3/8 x 1-7/16: long 2

5 030287 nut, pal, 3/8" 2

6 068060 aSSeMBly, Foot rest 1

7 061458 pin, 1/8 x 3/4" long 2

8 066880 aSSeMBly, ViC Foot end Control 1

9 061196 SCrew, truss Head Machine, #10-24 x 3/8" long 4

10 068072 plate, leg pad Support 1

11 031137 ring, retaining 2

12 031081 waSHer, Shim 12

13 12966K CuSHiOn, leg Section, Mauve 1

14 12966i CuSHiOn, Foot rest, Mauve 1

15 068113 Mat, For Foot rest 1

16 061141 laBel, Foot rest warning 1

17 063022 laBel, Service 1

18 031137 ring, retaining 1

19 031457 tag, Serial identification 1

20 031458 tag, Mylar Cover For identification 1

21 not used 1

22 061198 laBel, Head and Foot warning 2

23 065412 SpaCer, activating lever 1

24 031500 SCrew, truss Head Machine, #10-24 x 1.0" long 1

25 031432 SCrew, Flat Socket Head, #10-24 x 5/8" long 2

26 031421 nut, lock, #10-24 5

27 060018 pin, link, 5/16 x 1.0" long 1

28 068417 pin, Cotter, .094 x 1/2" long 1

29 061351 pin, leg extension tube 1

30 061306 COVer, leg Section 1

31 065409 leVer, activating i

32 065411 Bearing, activating lever 2

33 061338 SHaFt, Control 1

34 061336 Flange, nyliner, 6l2-FF 2

35 061333 aSSeMBly, Control Box Bracket 1

36 061337 rOller 2

37 031074 waSHer, Sae, 3/16" 2

38 061348 aSSeMBly, pull tube 1

39 061346 aSSeMBly, Sub, Control pivot 1

40 061342 aSSeMBly, Cable pull 1
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Figure 6-3. FOOt SeCtiOn

item no. part no.

S 
V 
C Description units per assembly

41 061344 ring, retaining, 5103-31 4

42 031137 ring, retaining, 5103-37 2

43 061339 SHaFt, Support 1

44 031111 pin, Spring, 1/8 x 5/8" 2

45 000849 tie, Cable 1

46 061312 CaBle, left plunger 1

47 061311 CaBle, right plunger 1

48 061310 CaBle, a.p.C, leg Control 1

49 031364 waSHer, Sae Flat 1/4" 1

50 060105 lOCK, Mechlok Mechanical 1

51 062641 ring, retaining, 5103-25 3

52 061331 tuBe, leg extension 1

53 031102 SCrew, Set, Knurled,1/4-20 x 1/4" long 2

54 066821 aSSeMBly, plunger tube, left 1

55 061328 aSSeMBly, plunger rod 2

56 061324 ring, internal retaining 3/8" 2

57 066820 aSSeMBly, plunger tube 1

58 061350 SCrew, Hex Head Cap, 5/16-18 x 1-1/2" long 2

59 031057 nut, lock, 5/16-18 4
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nOte: For Model 429 ViC Chair, mount gas spring in this location. 

removable push handles – place in 
wells on back of back section.
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Figure 6-4. BaCK SeCtiOnS

item no. part no.

S 
V 
C Description units per assembly

Back sections, Model 329 X

Back Sections, Model 429 X

1 066884 aSSeMBly, Back Section 1 –

2 031036 SCrew, phillips Oval Head, 5/16-24 x 15/16" long 2 2

3 061157 BOlt, Shoulder, 3/8 Dia. x 1.00" long 2 2

4 035115 waSHer, nylon, 3/4 O.D. x .395 i.D. 6 6

5 031057 nut, lock, 5/16-18 2 2

6 066830 plug, HOle, 1" Dia., S70-32 np 2 2

7 061198 laBel, Head and Foot warning 1 1

8 031210 pile, Velcro, 2" x 12" 1 1

9 066839 pile, Velcro, 2" x 8" 1 1

10 066812 pan, narrow Back 1 –

11 12966F paD, narrow Back, Mauve 1 –

12 066814 pan, lower Back 1 –

13 066711 Cap, Vinyl, 1/4 x 1.00 1 1

14 031184 riVet, pop 4 4

15 031320 SCrew, Flat Head Socket, 1/4-20 x 3/4" long 6 6

16 031507 nut, acorn, 1/4-20 6 6

17 011318 pin, Clevis, 3/8 X 1-7/16" long 1 1

18 066824 HanDle, release, Vic Chair 1 1

19 061070 Cap, Vinyl, recline, green 1 1

20 075627 pin, gas Spring Hinge 1 1

21 031137 ring, retaining 1 1

22 062652 Spring, pneumatic 1 1

23 065472 CHaMBer, triger 1 1

24 061153 pin, actuator 1 1

25 030287 Cap, 3/8 pal 1 1

26 066884 aSSeMBly, Back Section, 14" – 1

27 066904 pan, narrow Back, 14" 1 –

28 12966w paD, narrow Back, 14", Mauve 1 –

29 066907 pan, lower Back, 14" 1 –

30 066956 laBel, indicator 1 1

31 067144 grip, push Handle 2 2

32 067258 tuBe, push Handle 2 2

33 067259 CaBle, push Handle 1 1

34 031500 SCrew, truss Head Machine, #10-24 x 1.00" long 2 2

35 067257 aSSeMBly, Mounting Bar 2 2

36 031063 nut, acorn, #10-24 2 2

37 075288 * nut, Self-Clinching, 1/4-20 – 1

38 p75276 welDMent, ViC Back extension – 1
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item no. part no.

S 
V 
C Description units per assembly

39 075279 pin, locating – 1

40 031118 pin, Spring, 3/16 x 1.00 lg. – 1

41 p75280 SHeet, ViC Back extension – 1

42 075281 welDMent, lower lock Channel – 1

43 069154 nut, Joint Connector – 1

44 069155 BOlt, Joint Connector – 1

45 p75292 plate, Handle Mounting – 1

46 075289 welDMent, extension activating Handle – 1

47 061196 SCrew, truss Head Machine, #10-32 x 3/8 – 3

48 031063 nut, acorn, #10-32 – 3

49 075296 tape, Handle glide teflon – 1

50 13104l pile, Velcro, 2.00 x 5.00 (not Shown) – 1

51 000794 rivet, pop, 3/16 (not Shown) – 2

52 075298 label, ViC Back instruction – 1

53 075273 Cap, red Vinyl – 1

54 075826 aSSeMBly, upper Channel – 1

55 069154 nut, Joint Connector – 2

56 069155 BOlt, Joint Connector – 2

*tool #075297 will be required to install nut, item 37



GF HEALTH PRODUCTS, INC. LIMITED WARRANTY  7
FOR HAUSTED® BRAND PRODUCT LINE WITHIN THE U.S.
SCOPE OF WARRANTY
GF Health Products, Inc. (“GF”) warrants to the original purchaser only that it will replace or repair components, at GF’s sole discretion, that 
are defective in material or workmanship under normal use and service. All warranties are conditioned upon the proper use of the products 
strictly in accordance with good commercial practice and applicable GF instructions and manuals, including proper use and maintenance. To 
the extent that a component is warranted by a third party, GF conveys all of its rights under that warranty to the original purchaser, to the 
extent permitted.
This limited warranty shall only apply to defects that are reported to GF’s customer service team within the applicable warranty period and 
which, upon examination by GF or its authorized representative, prove to be a warranty item. This limited warranty is not transferable.
The warranted components and time period are set forth below:

COMPONENT. . . . . . . . . . . . . . . . . .PARTS WARRANTY . . . . . . . .LABOR WARRANTY
Frame . . . . . . . . . . . . . . . . . . . . . . . . 5 years. . . . . . . . . . . . . . . . . . .5 years
Hydraulics . . . . . . . . . . . . . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Casters . . . . . . . . . . . . . . . . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Pneumatic gas springs . . . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Pads and mattresses. . . . . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Patient weighing system . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Electrical components . . . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Optional accessories. . . . . . . . . . . . 1 year . . . . . . . . . . . . . . . . . . .1 year
Replacement parts * . . . . . . . . . . . . 90 days
*	The	warranty	period	is	as	designated	above.	If	a	part	is	replaced	under	warranty,	the	original	warranty	period	will	not	be	affected.	All	other	replacement	
parts	will	be	subject	to	the	warranty	period	specified.

The applicable warranty period shall commence from date of shipment to the original customer, unless there is an expiration date on the 
component in which case the warranty shall expire on the earlier of warranty period or the expiration date.
OBTAINING WARRANTY SERVICE
A GF Customer Service Representative must authorize warranty service. Please contact the GF Customer Service department by calling 
678.291.3207, sending a fax request to 770.368.2386 or by e-mailing a request to cs@grahamfield.com. Specific directions will be provided 
by the Customer Service Representative. Failure to abide by the specific directions will result in denial of the warranty claim.
EXCLUSIONS
The warranty does not cover and GF shall not be liable for the following:
1) Defects, damage, or other conditions caused, in whole or in part, by misuse, abuse, negligence, alteration, accident, freight damage, 

tampering or failure to seek and obtain repair or replacement in a timely manner;
2) Products which are not installed, used, or properly cleaned and maintained as required in the official manual for the applicable product;
3) Products considered to be of a consumable nature including, but not limited to: filters, fuses, gaskets, lubricants, and charts;
4) Accessories or parts not provided by GF;
5) Charges by anyone for adjustments, repairs, replacement parts, installation or other work performed upon or in connection with such 

products which are not expressly authorized in writing, in advance, by GF;
6) Any shipping charges incurred in the replacement part installation or repair;
7) Costs and expenses of regular maintenance and cleaning; and
8) Representations and warranties made by any person or entity other than GF.
ENTIRE WARRANTY, EXCLUSIVE REMEDY AND CONSEQUENTIAL DAMAGES DISCLAIMER
THIS WARRANTY IS GF’S ONLY WARRANTY AND IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED. GF MAKES NO IMPLIED 
WARRANTIES OF ANY KIND INCLUDING ANY IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
IF ANY MODEL OR SAMPLE WAS SHOWN TO THE CUSTOMER, SUCH MODEL OR SAMPLE WAS USED MERELY TO ILLUSTRATE THE GENERAL 
TYPE AND QUALITY OF THE PRODUCT AND NOT TO REPRESENT THAT THE PRODUCT WOULD NECESSARILY CONFORM TO THE MODEL OR 
SAMPLE IN ALL RESPECTS.
THIS WARRANTY IS LIMITED TO THE REPAIR OR REPLACEMENT OF THE DEFECTIVE PARTS. GF SHALL NOT BE LIABLE FOR AND HEREBY 
DISCLAIMS ANY DIRECT, SPECIAL, INDIRECT, INCIDENTAL, EXEMPLARY OR CONSEQUENTIAL DAMAGES, INCLUDING, BUT NOT LIMITED TO: 
DAMAGES FOR LOSS OF PROFITS OR INCOME, LOSS OF USE, DOWNTIME, COVER, OR EMPLOYEE OR INDEPENDENT CONTRACTOR WAGES, 
PAYMENTS AND BENEFITS.
The warranties contained herein contain all the representations and warranties with respect to the subject matter of this document, and 
supersede all prior negotiations, agreements and understandings with respect thereto. The recipient of this document hereby acknowledges 
and represents that it has not relied on any representation, assertion, guarantee, warranty, collateral contract or other assurance, except those 
set out in this document.
For additional information on this Hausted product or this warranty, please contact a GF Customer Service Representative.
NOTES:
1) Additional terms and conditions may apply.
2) Freight claims must be notated on the Bill of Lading and must be made with immediacy. The ICC regulations govern specific 

requirements for freight claims. Failure to abide by those regulations may result in a denial of the freight claim. GF will assist you in 
filing the freight claim.

3) Claims for any short shipment must be made within thirty (30) days of the invoice date.

www.hausted.com 
www.grahamfield.com
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